ASSEMBLY INSTRUCTIONS PERFORMANCE

MODEL: PL44LDLOCK FURNISHINGS

Before assembly, please remove all parts from the carton, verifying that you have the correct quantities, and read all the instructions.

IN THE CARTON:
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Softclosing 833 L-Bracket Screw Cabinet Lock Screw Assembly templaty
Door St " ly template
iiiagd Door Hinges 2 Pos/1Set #3.5x 12mm 2 Pes/1 Set #3.5x 18mm 1 Po/1Set
2 Pairs 4 Pcs 4 Pcs/1Set OPEN HUTCH DOOR x 2 Set
1Pcs (L/IR-2 Pes Per Set)
INSTRUCTIONS:
.

OUTSIDE
VIEW

Insert the

Cabinet Lock(5)
Attach Assembly Template to Top into the
Hutch(A) &Tighten L-Bracket (3) predrilled hole
AN with Screw(4) at Fixed on the Door(B).

Position.Remove the Template
After Assemble L-Bracket.

3 Attach the Doors Panel (B) x 2 SETS 4
to the Center Vertical Panel and Side Panel of OPEN
HUTCH (A) with Hinges (2) as shown following step by step.
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A ATTENTION A
Do not tighten any screws or bolts until the unit is completely assembled.
Ensure all bolts and screws are tightened before using the table, check bolts and screws every 6 months.

If any parts are missing, broken, damaged or worn, stop use of product until repairs have been made using factory authorized parts.
Failure to follow these warnings may result in injury.




